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TRUNKING SIZE (mm)

66ERG44ERG33ERG

TRUNKING Hot dipped galvanised steel, steel grade Z2 with minimum coating designation G275.

CABLE CAPACITIES Maximum number of cables (600/1000 PVC)

mm( EZIS ROTCUDNOC LANIMONGNIKNURT FO EZIS 2)
Surface (mm) 1.0 1.5 2.5 4.0 6.0 10.0 16.0 25.0 35.0 50.0 70.0 95.0

50 x 50 138 123 85 67 52 33 24 16 12 9 7 5
75 x 50 208 185 128 101 79 51 37 24 18 13 10 7
75 x 75 312 273 191 152 118 76 55 37 28 20 16 11

100 x 50 277 247 170 135 95 67 49 39 25 18 14 10
100 x 75 416 370 256 203 158 101 74 49 37 27 21 15

100 x 100 555 494 350 271 211 135 98 66 50 37 28 21
150 x 75 624 556 382 304 237 152 111 74 56 41 32 23

150 x 100 833 741 510 406 316 203 148 99 75 55 42 31
150 x 150 1250 1112 766 609 475 305 222 148 112 83 64 47

Fitting Coupler

SUPPORT CENTRES Maximum 3 metre support centres

LPL54/3BTL

LIGHTING TRUNKING Coupler and accessories have tapped holes to allow locking screws to �t directly.

Standard Tray

Hole Pattern Couplers for
Returned Edge Tray

Stand O� Bracket ‘G’ Hanger

Bend Tee Fourway

25mm Deep
Returned Edge Tray

50mm Deep
Returned Edge Tray

Site Manufactured Fittings for PCT

CABLE TRAY

THGIEWYTICAPAC ELBACEZISGNIKNURT

(mm) 1.0 1.5 2.5 4.0 6.0 10.0 16.0 25.0 Per kg/m
LTB3/45 50 x 50 138 123 98 67 52 33 24 16 1.45

A CAT. NO.

150 TGH3
165 TGH4
200 TGH6
220 TGH9 21
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Floor Cut Out Aperture CSB3 Service Plates

CSB3/S

3 Compartment (mm) 4 Compartment (mm)
Service Box Compartment Options

SERVICE BOXES
IMPORTANT - PLEASE NOTE  Service boxes are designed for use in office type environments and should not be
installed in main walkways, corridors, gangways or in contact with wheeled traffic.

Length 3.0m

100 x 50mm
Basket Tray

BASKET TRAY

Bend Tee Fourway

Site Fabricated Fittings

63A BUSBAR

BODY ELECTRO GALVANISED STEEL
CONDUCTORS COPPER
INSULATION PVC
TAP OFF PLUGS NYLON 6.6

Material specification

CURRENT 32A
CABLE CONDUCTOR SIZE 4mm
CONDUIT SIZE 20mm
CONDUIT TYPE FLEXIBLE STEEL
FUSE SIZE (if applicable) 10 x 38mm

Tap Off Units

CURRENT 63A
VOLTAGE 230 / 400V
CONDUCTOR CROSS SECTION 12.3mm
CONDUCTOR RESISTANCE 1.532mΩ
FAULT LOOP IMPEDANCE 2.357mΩ/m
DEGREE OF PROTECTION IP40
EARTH CROSS SECTION 1.7mm2 Cu EQUIVALENT

Busbar Trunking

CABLE TERMINAL SIZE 16mm
Feed Units

BSEN 60439-1 IEC 439-1
BSEN 60439-2 1EC 439-2

Conformance
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Tamlex reserve the right to change dimensions /specifications without notification.

40A LIGHTING BUSBAR

FLUSH SCREED SYSTEM
IMPORTANT - PLEASE NOTE  Service boxes are designed for use in office type environments and should not be
installed in main walkways, corridors, gangways or in contact with wheeled traffic.

TS21P-3
TS21S-3

Material: 2.5mm Thick Cold Rolled Steel (also available in 1.5mm).

Length: 3.0m

TS41P-3
TS41S-3

STRUT FRAMEWORK SYSTEM

Slotted Strut Hole DimensionsBack to Back

BODY ELECTRO GALVANISED STEEL
CONDUCTORS COPPER
NUMBER OF CONDUCTORS 4
RATED INSULATION 500V
RATED OPERATION 400V
RATED CURRENT 40A
RATED FREQUENCY 40 - 60 Hz

Material Specification
CROSS SECTION 6.15mm2
RESISTANCE 20ºC 2.963mΩ/m
REACTANCE 0.77mΩ/m
IMPEDANCE 3.061mΩ/m

Live Conductors

RATING 16A
FUSE SIZE 5 x 10mm

Tap Off Units

BSEN 60439-1 IEC 439-1
BSEN 60439-2 IEC 439-2

Conformance

CROSS SECTION 8.72mm2 Cu EQUIVALENT
RESISTANCE 1.45mΩ/m
PROTECTION WITH COVER IP41

Earth Conductor

CABLE TERMINAL SIZE 6mm

Feed Units

Screed Trunking must be fully supported across its complete width.  
The minimum screed depth is 68mm.  
Service boxes should be installed when the trunking is fitted.

PLEASE SEE TECHNICAL DETAILS FOR SERVICE BOXES ON PAGE 22.
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As a British manufacturer of cable management products,
Tamlex is uniquely placed.  With over 35 years experience
and expertise, it’s proven capability to supply from floor
service boxes to power and lighting trunking systems is
fully supported by the complementary ranges from it’s
associated group companies, Proteus Switchgear and RPP.  

Proteus Switchgear is the fully integrated selection of circuit
protection and power distribution equipment supplied from two
extensive manufacturing locations in the Midlands.  

Proteus Industrial offers installers and specifiers the most
comprehensive array of switchgear products as well as 
custom-made solutions ranging from a 20 amp switch
disconnector to LV switchboards and packaged substations.

The Proteus Consumer offering is a special mix of modular
distribution systems in concert with control and 
circuit protection devices from standard consumer units to
bespoke distribution / control.

RPP provides architects, consultants and contractors with
concepts to satisfy all requirements in power, voice and data
wiring devices.  In addition, there are almost limitless
permutations in power distribution products, from decorative
accessories to complex PDU applications.

Whatever the application, in retail,
commercial, industrial or domestic
locations, the combined force of Tamlex,
Proteus and RPP is the unrivalled choice.

Available from 
400 Electrical
Distributors
throughout 
the UK.

Tamlex
Harcourt  •  Halesfield 15  •   Telford  •  Shropshire TF7 4ER
T +44(0)1952 586689   F +44(0)1952 581769   E sales@tamlex.co.uk   www.tamlex.co.uk

Colours are reproduced as accurately as photographic and printing processes allow and may not exactly match the actual
products.  The manufacturer reserves the right to alter design or specification without prior notice.

Total Project Solutions


